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40 CFR Ch. I (7–1–00 Edition)§ 61.143

[55 FR 48416, Nov. 20, 1990, as amended at 64 FR 7467, Feb. 12, 1999]

§ 61.143 Standard for roadways.

No person may construct or maintain
a roadway with asbestos tailings or as-
bestos-containing waste material on

that roadway, unless, for asbestos
tailings.
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(a) It is a temporary roadway on an
area of asbestos ore deposits (asbestos
mine): or

(b) It is a temporary roadway at an
active asbestos mill site and is encap-
sulated with a resinous or bituminous
binder. The encapsulated road surface
must be maintained at a minimum fre-
quency of once per year to prevent dust
emissions; or

(c) It is encapsulated in asphalt con-
crete meeting the specifications con-
tained in section 401 of Standard Speci-
fications for Construction of Roads and
Bridges on Federal Highway Projects,
FP–85, 1985, or their equivalent.

[55 FR 48419, Nov. 20, 1990; 56 FR 1669, Jan. 16,
1991]

§ 61.144 Standard for manufacturing.
(a) Applicability. This section applies

to the following manufacturing oper-
ations using commercial asbestos.

(1) The manufacture of cloth, cord,
wicks, tubing, tape, twine, rope,
thread, yarn, roving, lap, or other tex-
tile materials.

(2) The manufacture of cement prod-
ucts.

(3) The manufacture of fireproofing
and insulating materials.

(4) The manufacture of friction prod-
ucts.

(5) The manufacture of paper, mill-
board, and felt.

(6) The manufacture of floor tile.
(7) The manufacture of paints, coat-

ings, caulks, adhesives, and sealants.
(8) The manufacture of plastics and

rubber materials.
(9) The manufacture of chlorine uti-

lizing asbestos diaphragm technology.
(10) The manufacture of shotgun shell

wads.
(11) The manufacture of asphalt con-

crete.
(b) Standard. Each owner or operator

of any of the manufacturing operations
to which this section applies shall ei-
ther:

(1) Discharge no visible emissions to
the outside air from these operations
or from any building or structure in
which they are conducted or from any
other fugitive sources; or

(2) Use the methods specified by
§ 61.152 to clean emissions from these
operations containing particulate as-

bestos material before they escape to,
or are vented to, the outside air.

(3) Monitor each potential source of
asbestos emissions from any part of the
manufacturing facility, including air
cleaning devices, process equipment,
and buildings housing material proc-
essing and handling equipment, at
least once each day during daylight
hours for visible emissions to the out-
side air during periods of operation.
The monitoring shall be by visual ob-
servation of at least 15 seconds dura-
tion per source of emissions.

(4) Inspect each air cleaning device at
least once each week for proper oper-
ation and for changes that signal the
potential for malfunctions, including,
to the maximum extent possible with-
out dismantling other than opening the
device, the presence of tears, holes, and
abrasions in filter bags and for dust de-
posits on the clean side of bags. For air
cleaning devices that cannot be in-
spected on a weekly basis according to
this paragraph, submit to the Adminis-
trator, and revise as necessary, a writ-
ten maintenance plan to include, at a
minimum, the following:

(i) Maintenance schedule.
(ii) Recordkeeping plan.
(5) Maintain records of the results of

visible emission monitoring and air
cleaning device inspections using a for-
mat similar to that shown in Figures 1
and 2 and include the following.

(i) Date and time of each inspection.
(ii) Presence or absence of visible

emissions.
(iii) Condition of fabric filters, in-

cluding presence of any tears, holes
and abrasions.

(iv) Presence of dust deposits on
clean side of fabric filters.

(v) Brief description of corrective ac-
tions taken, including date and time.

(vi) Daily hours of operation for each
air cleaning device.

(6) Furnish upon request, and make
available at the affected facility during
normal business hours for inspection
by the Administrator, all records re-
quired under this section.

(7) Retain a copy of all monitoring
and inspection records for at least 2
years.

(8) Submit semiannually a copy of
the visible emission monitoring
records to the Administrator if visible
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